
Recology Hay Road Landfill 
Waste Discharge Requirements R5-2016-XXXX 
 
 

TABLE 1 
MAXIMUM ALLOWABLE GROUNDWATER ELEVATION 

(FEET NGVD 29 / FEET NAVD 881 / FEET MSL) 
West Half of Site East Half of Site 

Unit Module 
Min Req’d GW 

Separation 
(feet) 

Lowest 
Waste 

   Elevation1,2,6 

Maximum 
Allowable GW 

Elevation at the 
Lowest Waste 

Elevation1,4 

Unit Module 
Min Req’d GW 

Separation 
(feet) 

Lowest 
Waste 

    Elevation1,2 

Maximum 
 Allowable GW 
Elevation at the 
Lowest Waste 

Elevation1,4 

LF-1 
DM-1A 5.0 5.0 / 7.5 / 5.0 0.0 / 2.5 / 0.0 

LF-4 

DM-3.1 2.5 20.3 / 22.8 / 20.3 17.8 / 20.3 / 17.8 

DM-1B 5.0 5.6 / 8.1 / 5.6 0.6 / 3.1 / 0.6 DM-3.2 2.5 19.9 / 22.4 / 19.9 17.4 / 19.9 / 17.4 

LF-2 DM-2.1 3.0 22.8 / 25.3 / 22.8 19.8 / 22.3 / 19.8 DM-3.3 2.5 20.9 / 23.4 / 20.9 18.4 / 20.9 / 18.4 

LF-3 

DM-2.2A 2.5 26.1 / 28.6 / 26.1 23.6 / 26.1 / 23.6 DM-4.1 2.5 20.4 / 22.9 / 20.4 17.9 / 20.4 / 17.9 

DM-2.2B 2.5 25.7 / 28.2 / 25.7 23.2 / 25.8 / 23.2 DM-5.1A 2.5 22.0 / 24.5 / 22.0 19.5 / 22.0 / 19.5 

DM-2.3 5.0 ---5 ---5 DM-5.1B 2.5 21.8 / 24.3 / 21.8 19.3 / 21.8 / 19.3 

DM-10.1 5.0 ---5 ---5 DM-5.2 2.5 22.0 / 24.5 / 22.0 19.5 / 22.1 / 19.5 

DM-10.2 5.0 ---5 ---5 DM-6 2.5 23.1 / 25.6 / 23.1 20.6 / 23.1 / 20.6 

DM-11.1 2.5 25.3 / 27.8 / 25.3 22.8 / 25.3 / 22.8 DM-7.14 2.5 30.0 / 32.5 / 30.0 27.5 / 30.0 / 27.5 

DM-11.2 2.5 24.7 / 27.2 / 24.7 22.2 / 24.7 / 22.2 DM-7.2 2.5 ---5 ---5 
DM-11.3 5.0 ---5 ---5 DM-8.1 5.0 ---5 ---5 

Footnotes: 
1. All elevation units in feet NAVD 88 / NGVD 29 (some elevations converted from 

NGVD 29 datum to NAVD 88 datum using VERTCON (NGS, USACE) 
at http://www.ngs.noaa.gov/TOOLS/Vertcon/vertcon.html). 

2. Lowest elevation of waste for lined units is primary LCRS sump or lowest waste 
elevation for unlined units, unless otherwise footnoted. 

3. Lowest elevation of solid waste in unlined unit/module in feet NAVD 88. 
4. Maximum allowable groundwater separation at the low point of the landfill module 

equals lowest waste elevation minus minimum required groundwater separation.  
Groundwater elevations may be higher at locations where was the waste elevations 
are higher provided the minimum groundwater separation distance is maintained. 

5. Future module (to be constructed per WDR construction specifications). 
6. Historically, the Recology Hay Road has always surveyed elevations using the 

NGVD29 datum and these elevations were often referred to as “MSL” The term MSL 
and NGVD29 has been used interchangeably in past reports. 

DM-8.2 5.0 ---5 ---5 
DM-9.1 5.0 ---5 ---5 
DM-9.2 5.0 ---5 ---5 

WP-9.1 WP-9.1A 2.5 25.3 / 27.8 / 25.3 22.8 / 25.3 / 22.8 

 

http://www.ngs.noaa.gov/TOOLS/Vertcon/vertcon.html

