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UNITED STATES DEPARTMENT OF THE NAVY

NAVAL BASE SAN DIEGO

TENTATIVE

December 13, 2017
Item No. 13
Supporting Document No. 1

ORDER NO. R9-2013-0064
AS AMENDED BY ORDER NO. R9-2017-0009
NPDES NO. CA0109169

Minimum Levels2

/l

CTR Analytical IcP HYD
No. |Pollutant/Parameter Method? GFAA | ICP MS |SPGFAA| RIDE | CVAA P
85, %ﬁiteD;?henvlhvdrazme 625 1
88. |Hexachlorobenzene 625 5 1
89. [Hexachlorobutadiene 625 5 1
90. [Hexachlorocyclopentadiene 625 5 5
91. |Hexachloroethane 625 5 1
93. |lsophorone 625 10 1
94. [Naphthalene 625 10 1
95. |Nitrobenzene 625 10 1
96. [N-Nitrosodimethylamine 625 10 5
97. |N-Nitrosodi-n-Propylamine 625 10 5
98. |[N-Nitrosodiphenylamine 625 10 1
99. [Phenanthrene 625 5 0.05

101. |1,2,4-Trichlorobenzene 625 5

102. |Aldrin 608

103. [o-BHC 608 [ 0.01

104. |B-BHC 608

105. [y-BHC (Lindane) 608 0.02

106. |5-BHC 608

107. [Chlordane 608 0.1

108. |4.4-DDT 608 0.01

109. |4.4-DDE 608 0.05

110. |4.4-DDD 608 0.05

111. |Dieldrin 608 0.01

112. |Endosulfan (alpha) 608 0.02

113. |Endosulfan (beta) 608 0.01

114. |Endosulfan Sulfate 608 0.05

115. |Endrin 608 0.01

116. |Endrin Aldehyde 608 0.01

117. |Heptachlor 608 0.01

118. |Heptachlor Epoxide 608 0.01

119- PCBs: Aroclors 1016, 1221

125 1232, 1242, 1248, 1254, 608

=== 11260

126. |Toxaphene 608

7’ Measurement for 1,2-Diphenylhydrazine may use azobenzene as a screen: if azobenzene is measured

at >1 ug/l, then the Discharger shall analyze for 1,2-Diphenylhydrazine.

Attachment N — Analytical Methods

N-4
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	1. Effluent Limitations for Steam Condensate – Discharge Point Nos. SC-001 through SC-175
	Table 8. Effluent Limitations For Steam Condensate – Discharge Point Nos. SC-001 through SC-175

	2. Effluent Limitations for Naval Graving Dock Deflooding and Salt Water Rinse Water – Discharge Point Nos.  NGD-001 and NGD-002
	Table 9. Effluent Limitations for Graving Dock Deflooding Water and Salt Water Rinse Water - Discharge Point Nos. NGD-001 and NGD-002

	3. Effluent Limitations for Naval Graving Dock Caisson Ballast Dewatering  – Discharge Point No. NGD-003
	Table 10. Effluent Limitations for Caisson Ballast Dewatering - Discharge Point No. NGD-003

	4. Effluent Limitations for Naval Graving Dock Emergency Fire Suppression Water and Salt Water Supply – Discharge Point No. NGD-004
	Table 11. Effluent Limitations for Emergency Fire Suppression Water and Salt Water Supply Water - Discharge Point No. NGD-004


	B. Storm Water Risk Level Designations
	1. Storm Water Risk Level Designation Definitions:
	a. Small Municipal (Military Base) Separate Storm Sewer System (MS4) Areas.  Areas where no industrial activities occur.  Areas designated as “Small MS4 Areas” shall be subject to the technology-based standard of maximum extent practicable (MEP) and S...
	b. Industrial No Exposure Areas. Areas where all industrial materials and activities are protected by a “storm-resistant shelter”0F  to prevent exposure to rain, snow, snowmelt, and/or runoff.  Industrial materials and activities include, but are not ...
	c. Industrial Low Risk Areas. All areas where wastes or pollutants from industrial activities are subject to precipitation, run-on, and/or runoff and which are not classified as Industrial No Exposure Areas or Industrial High Risk Areas.
	d. Industrial High Risk Areas.  All areas where wastes or pollutants of significant quantities from ship construction, modification, repair, and maintenance activities (including abrasive blast grit material, primer, paint, paint chips, solvents, oils...

	2. Annual Storm Water Risk Level Designation Report.  Annually, the Discharger shall conduct a complete and thorough survey of the Facility to identify and categorize all areas and the associated storm water drainage system(s) and outfall(s) (i.e. dis...
	a. Master List. An updated master list of all facility discharge locations containing discharge point identification numbers, summary activity descriptions of the drainage area(s) tributary to each discharge point, the storm water risk level designati...
	b. Map. A Facility map clearly labeled with (i) storm water discharge points, (ii) storm drain systems, features, drainage basin boundaries, and risk level designations, and (iii) land uses.  The current Storm Water Risk Areas Map is included as Attac...
	c. Proposed Revisions. A description of any proposed changes to the (i) storm water discharge points, (ii) storm drain systems, features, drainage basin boundaries, and risk levels, and (iii) land use designations from the previous year.

	3. Annual Storm Water Risk Level Designation Implementation. The Discharger shall implement the results of the Annual Storm Water Risk Level Designation Report by October 1, unless directed otherwise in writing by the San Diego Water Board.  The updat...
	a. Site characteristics and location in relation to potential sources of a discharge;
	b. Industry-wide operational practices that have led to discharges;
	c. Evidence of poor management of materials or wastes, such as improper storage practices or inability to reconcile inventories;
	d. Lack of documentation of responsible management of materials or wastes, such as lack of manifests or lack of documentation of proper disposal;
	e. Physical evidence, such as analytical data, soil or pavement staining, or unusual odor or appearance;
	f. Reports and complaints;
	g. Other agencies’ records of possible or known discharges; and
	h. Refusal or failure to respond to San Diego Water Board inquires.

	4. Storm Water Risk Level Inspections. The Discharger shall conduct periodic inspections throughout the year to ensure that storm water risk level designations remain applicable and on-site operations have not changed sufficiently to warrant a revised...

	C. Effluent Limitations for Industrial High Risk Storm Water Areas
	D. Small Municipal (Military Base) Separate Storm Sewer System (MS4) Discharge Specifications
	E. Storm Water Action Levels (SALs) for Discharges to Chollas Creek
	1. The Discharger shall attain compliance with the SALs derived from the Chollas Creek TMDL as described in the Fact Sheet  and set forth in Table 12 below no later than October 22, 2018.  Compliance with the SALs shall be measured by calculating the ...
	2. Exceedances of a SAL are not violations of this Order.  However, the Discharger is required under this Order to affirmatively augment and implement all necessary storm water controls and measures to reduce the discharge of the associated class of p...
	Table 12. Storm Water Action Levels for Discharges to Chollas Creek

	3. By 12 months from the effective date of this Order, the Discharger shall submit a SAL Plan to comply with the SALs in Table 12.  The SAL Plan shall include an evaluation of the source, source control BMPs to be implemented, Low Impact Development (...
	4. SALs will become numeric effluent limitations on October 22, 2018 in conformance with the Waste Load Allocation applicable to NBSD and described in the Chollas Creek Metals TMDL.

	F. Industrial Storm Water Discharge Specifications - No Exposure Areas, Industrial Low Risk Areas, and Industrial High Risk Areas
	1. Pollutant Reduction to Best Available Technology Economically Achievable (BAT) and Best Conventional Pollutant Control Technology (BCT).  The Discharger shall reduce pollutants in storm water discharges from areas, designated under section IV.B.1 o...
	i. Annual NAL Exceedance. The Discharger shall determine the average concentration for each parameter using the results of all the sampling and analytical results for the entire facility for the reporting year (i.e., all "effluent" data) and compare t...
	ii. Instantaneous Maximum NAL Exceedance. The Discharger shall compare all sampling and analytical results from each distinct sample (individual or combined) to the corresponding instantaneous maximum NAL values in Table G-1.  An instantaneous maximum...
	iii. Exceedances of the Annual NAL or Instantaneous Maximum NAL are not a violation of this Order.
	b. NAL Exceedance Response Actions (ERAs)
	a) The Discharger will automatically be placed in Baseline status at the beginning of the permit term.
	b) The Discharger with Level 1 or Level 2 (defined below) status will return to Baseline status upon eight (8) consecutive qualifying storm events resulting in no additional NAL exceedances.
	c) The Discharger with Level 2 status will return to Baseline status upon certifying and submitting a Demonstration Technical Report pursuant to section X.B of Attachment G subject to San Diego Water Board review.
	a) In the event that sampling results indicate a NAL exceedance, the Discharger shall immediately have Level 1 status for any and all parameters exceeded.
	b) Within 60 days of obtaining Level 1 status, Dischargers shall complete an evaluation of the facility’s SWPPP and all the industrial pollutant sources at the facility. The evaluation shall identify whether additional operational source control BMPs ...
	c) Based upon the above evaluation, the Discharger shall, as soon as practicable, but no later than October 1 of the following reporting year:
	1) Implement any additional operational and/or source control BMPs and SWPPP implementation measures;
	2) Revise the SWPPP;
	3) Submit a NAL Level 1 Exceedance Report which includes the following items for each parameter that exceeded an NAL:
	(a) A summary of the Level 1 evaluation required in section IV.F.3.c.ii.b);
	(b) An implementation schedule and detailed description for additional operational and/or source control BMPs and SWPPP revisions for each parameter that exceeded a NAL; and
	(c) An implementation schedule and general description for additional operational and/or source control BMPs and SWPPP revisions for any other industrial pollutants identified in the Level 1 ERA evaluation.


	a) A Discharger’s Level 1 status for any parameter(s) immediately and automatically changes to Level 2 status for the same parameter(s) if sampling results indicate a NAL exceedance in any subsequent reporting year for the same parameter(s).
	b) The Discharger with Level 2 status shall evaluate the facility’s SWPPP and all the pollutant sources that may have contributed to the NAL exceedance(s) and identify whether additional structural and/or treatment control BMPs are necessary to preven...
	c) The Discharger shall prepare, certify, and submit a NAL Level 2 Exceedance Report within 120 days of obtaining Level 2 status which shall include:
	1) Results of the Level 2 ERA evaluation required in section IV.F.3.b.iii.b);
	2) A detailed description of any additional structural and/or treatment control BMPs and SWPPP revisions for each parameter that exceeded a NAL;
	3) The implementation schedule for the design and construction of the identified treatment and/or structural source control BMPs; and
	4) If the Discharger intends to certify and submit a Demonstration Technical Report pursuant to section X.B of Attachment G in lieu of additional structural and/or treatment control BMPs and SWPPP revisions for each parameter that exceeded a NAL, the ...

	d) Based upon the above evaluation and Level 2 ERA Exceedance Report, the Discharger shall, as soon as practicable, but no later than one year from obtaining Level 2 status:
	1) Implement any additional structural and/or treatment control BMPs and SWPPP implementation measures;
	2) Revise the SWPPP; and
	3) Complete the Demonstration Technical Report, if applicable.

	e) At any time in Level 2 status, the Discharger may evaluate industrial pollutant sources, the SWPPP, non-industrial pollutant sources, and the impact of storm water discharges to receiving waters, and prepare a Level 2 ERA Demonstration Technical Re...
	f) Once a Demonstration Technical Report is submitted, the Discharger automatically returns to Baseline status for that pollutant for NAL/ERA purposes.  If a BAT/BCT Compliance Demonstration Technical Report is submitted, the Discharger remains respon...
	g) The San Diego Water Board may review any Level 2 Exceedance Report or Demonstration Technical Report or other reporting requirements.  Upon review of a Level 2 Exceedance Report or Demonstration Technical Report, the San Diego Water Board may rejec...
	a) Volume-based BMPs: The Discharger shall, at a minimum, design volume-based, treatment control BMPs to effectively treat the storm water volume generated from the 85th percentile 24-hour storm event.  The Discharger shall calculate3F  the volume to ...
	1) The volume of runoff produced from an 85th percentile storm event. Isopluvial maps for the 85th percentile storm event are available on the internet;
	2) The volume of runoff produced by the 85th percentile storm event, determined as the maximized capture runoff volume for the facility, from the formula recommended in the Water Environment Federation’s Manual of Practice4F ; or
	3) The volume of annual runoff based on unit basin storage volume, to achieve 90% or more volume treatment by the method recommended in the latest edition of California Stormwater Best Management Practices Handbook5F .

	b) Flow-based BMPs: Storm water flow-based BMPs shall be designed to treat an hourly flow of no less than two times the maximum hourly flow of an 85th percentile 24-hour storm.  The Discharger shall calculate the flow needed to be treated using one of...
	1) The maximum flow rate of runoff produced from a rainfall intensity of 0.2 inch/hr for each hour of a storm event;
	2) The maximum flow rate of runoff produced by the 85th percentile hourly rainfall intensity, as determined from local historical rainfall records, multiplied by a factor of two; or
	3) The maximum flow rate of runoff, as determined using local historical rainfall records, that achieves approximately the same reduction in pollutant loads and flows as achieved by mitigation of the 85th percentile hourly rainfall intensity multiplie...

	c) In lieu of complying with the design storm standards for treatment control BMPs in this section, the Discharger may certify and submit a BAT/BCT Compliance Demonstration Technical Report (section X.B of Attachment G of this Order).
	d) The San Diego Water Board may revise the treatment design storm standard provided in this Order in writing based upon sampling data indicating that a revised design storm standard would be protective of water quality, or based upon the San Diego Wa...
	a) The Discharger may document the need for additional time to implement treatment and/or structural control BMPs required under ERA Level 2 and/or to complete a Demonstration Technical Report by certifying and submitting a BIER. The BIER shall includ...
	1) Reasons for the time extension;
	2) A description and a schedule for implementing any BMPs subject to the BIER;
	3) A description of any additional operational source controls and/or temporary treatment/structural controls that will be implemented while permanent BMPs are being constructed; and
	4) A description and schedule for completing specific tasks necessary to support the Demonstration Technical Report.

	b) The San Diego Water Board may review BIERs for completeness and adequacy.  The San Diego Water Board may reject a BIER, identify additional tasks necessary to complete the Demonstration Technical Report, require the Discharger to implement addition...


	G. Non-Storm Water Discharge Specifications
	1. Non-Storm Water Discharges. The following categories of non-storm water discharges from Small MS4s are authorized under this Order unless the Discharger or the San Diego Water Board identifies the discharge category as a significant source of pollu...
	2. Conditions for Authorized Non-storm Water Discharges. The non-storm water discharges identified in section IV.G.1 above are authorized by this Order only if all of the following conditions are satisfied:
	3. Identification of Non-Storm Water Significant Sources of Pollutants. Where the Discharger or the San Diego Water Board identifies a category as a significant source of pollutants, the category must be addressed as an illicit discharge and prohibite...
	4. Fire Fighting Discharges.  Emergency fire-fighting flows (i.e., flows necessary for the protection of life or property) do not require BMPs and need not be prohibited.  This does not include relief water from the emergency fire suppression system d...
	5. Non-Fire Fighting Discharges.  As part of the SWMP, the Discharger must develop and implement a program to address pollutants from non-emergency fire fighting flows (i.e., flows from controlled or practice blazes and maintenance activities) which a...
	6. Utility Vault & Manhole Dewatering  Discharges.  The Discharger shall reduce or prevent pollutants associated with utility vault & manhole dewatering  discharges through implementation of BAT for toxic and non-conventional pollutants, and BCT for c...
	7. Seawater Cooling and Overboard Discharge.  To reduce the production and discharge of seawater cooling overboard discharges when vessels are in dry dock, the Discharger shall consider, and if practical and feasible, implement  the use of shore-based...
	a. Shore power is readily available for vessel owner/operators from utilities or port authorities;
	b. Shore-based power supply systems are capable of providing all needed electricity required for vessel operations; and
	c. The vessel is equipped to connect to shore-based power and such systems are compatible with the available shore power.

	8. Incidental Runoff from Landscaped Areas.  Incidental runoff is defined as unintended amounts (volume) that escapes the area of intended use.  Incidental runoff, not controlled by the following requirements, is prohibited:
	a. Detect leaks (e.g. broken sprinkler heads) and correct the leaks within 72 hours of learning of the leak;
	b. Properly design and aim sprinkler heads; and
	c. Eliminate irrigation during precipitation events.



	V. Receiving Water Limitations
	1. Conduct a facility evaluation to determine whether there are pollutant source(s) within the Facility and whether BMPs described in the SWPPP, SWMP, BMP Plans, Pollution Prevention Plan (PPP), and other requirements of this Order have been properly ...
	2. Conduct an assessment of the Facility’s SWPPP, SWMP, BMP Plans, PPP, and other requirements of this Order to determine whether additional BMPs or implementation measures are necessary to prevent or reduce pollutants in storm water discharges to mee...
	3. Prepare a certification, based upon the Facility evaluation and assessment required above, that certifies either:
	a. Additional BMPs and/or implementation measures have been identified and included in the appropriate plan to meet Receiving Water Limitations, as specified in section V of this Order; or
	b. No additional BMPs or implementation measures are required to reduce or prevent pollutants in storm water discharges to meet Receiving Water Limitations, as specified in section V of this Order; or
	c. There are no sources of the pollutants at the Facility.

	4. If a certification states that no additional BMPs or implementation measures are required to reduce or prevent pollutants in storm water discharges to meet Receiving Water Limitations specified in section V of this Order, the certification must sho...
	5. Implement additional BMPs and corrective measures as soon as is practicable.
	6. Prepare and submit a report, within 60 days, to the San Diego Water Board that:
	a. Describes the facility evaluation;
	b. Describes the assessment of the SWPPP, SWMP, BMP Plans, PPP, and other requirements of this Order;
	c. Identifies the BMPs and corrective actions that are currently being implemented to assure compliance with Receiving Water Limitations;
	d. Identifies additional BMPs and corrective actions that will be implemented to assure compliance with Receiving Water Limitations with an implementation schedule for any additional BMPs or corrective actions not yet implemented; and
	e. Includes the certification required above. The implementation schedule shall not exceed 90 days from the date of the determination of the exceedance of Receiving Water Limitations as specified in section V of this Order.

	7. Submit any modifications to the report required by the San Diego Water Board within 30 days of notification.
	8. Within 30 days following submittal of the report or modifications to the San Diego Water Board, the Discharger shall revise the SWPPP, SWMP, BMP Plans, PPP, and other plans required by this Order and Monitoring Program to incorporate the additional...
	9. Nothing in this section shall prevent the San Diego Water Board from enforcing any provisions of this Order while the Discharger prepares and implements the above report.

	VI. Provisions
	A. Standard Provisions
	1. Federal Standard Provisions.  The Discharger shall comply with all Standard Provisions included in Attachment D of this Order.
	2. San Diego Water Board Standard Provisions.  The Discharger shall comply with the following provisions:
	a. The Discharger shall comply with all applicable federal, state, and local laws and regulations for handling, transport, treatment, or disposal of waste or the discharge of waste to waters of the State in a manner which causes or threatens to cause ...
	b. This Order expires on October 31, 2018, after which, the terms and conditions of this permit are automatically continued pending issuance of a new Order, provided that all requirements of USEPA’s NPDES regulations at 40 CFR 122.6 and the State’ s r...
	c. A copy of this Order shall be maintained on-site at the Facility, and shall be available to San Diego Water Board, State Water Board, and USEPA personnel and/or their authorized representative at all times.


	B. Monitoring and Reporting Program (MRP) Requirements
	1. The Discharger shall comply with the MRP, and future revisions thereto, in Attachment E of this Order.
	2. Reports required to be submitted to the San Diego Water Board shall be sent to the following address and phone numbers unless the San Diego Water Board office is relocated:
	3. After notification by the State Water Board or the San Diego Water Board, the Discharger may be required to electronically submit self-monitoring reports.  Until such time as electronic submission of self-monitoring reports is required, the Dischar...

	C. Special Provisions
	1. Reopener Provisions
	a. This Order may be re-opened and modified in accordance with NPDES regulations at 40 CFR Part 122 and 124, as necessary, to include additional conditions or limitations based on newly available information or to implement any USEPA approved, new, St...
	b. This Order may be re-opened and modified, to incorporate in accordance with the provisions set forth in 40 CFR Parts 122 and 124, to include requirements for the implementation of the watershed management approach.
	c. This Order may be re-opened and modified, revoked, and reissued or terminated in accordance with the provisions of 40 CFR sections 122, 124, and 125.
	i. Violations of any terms or conditions of this Order.
	ii. Endangerment to human health or the environment resulting from the permitted activity.
	iii. Obtaining this Order by misrepresentation or failure to disclose fully all relevant facts.
	iv. A change in any condition that requires either a temporary or permanent reduction or elimination of the authorized discharge.

	d. This Order may be re-opened and modified, to incorporate additional limitations, prohibitions, and requirements, based on the results of additional monitoring required by the MRP.
	e. This Order may be reopened for modification of the receiving waters monitoring and reporting requirements and/or special studies requirements, at the discretion of the San Diego Water Board.  Such modification(s) may include, but is (are) not limit...
	f. In accordance with 40 CFR Parts 122 and 124, this permit may be re-opened and modified to include effluent limitations or permit conditions to address acute or chronic toxicity in the effluent or receiving waterbody, as a result of the discharge; o...
	g. The Discharger may submit a report as detailed in section 1.4.4 of the SIP demonstrating that the required conditions are met for intake water credits.  Where the conditions stipulated for intake water credits in the SIP are satisfied, the San Dieg...
	h. The filing of a request by the Discharger for modifications, revocation and reissuance, or termination of this Order, or a notification of planned change in or anticipated noncompliance with this Order does not stay any condition of this Order.

	2. Special Studies, Technical Reports and Additional Monitoring Requirements
	a. Future Development of Chronic Toxicity Effluent Limitations for Storm Water Discharges from Industrial High Risk Areas
	i. A detailed proposal describing the goals, technical approach, methods, data evaluation framework, and a schedule for completion of all study activities and submission of a draft Basin Plan Amendment for consideration of adoption by the San Diego Wa...
	ii. Formation of a stakeholder advisory panel with the San Diego Water Board, USEPA, federal and state resource agencies, representatives of environmental non-governmental organizations, San Diego County Department of Health Services, and representati...
	iii. An analysis of storm water impacts to San Diego Bay that considers circulation and flushing, pollutant movement and accumulation, and fate to determine mixing zones and dilution factors appropriate for storm water discharges to San Diego Bay.  Th...
	iv. Provisions for establishment of an external scientific peer review panel comprised of experts in the fields of plume dilution modeling, toxicology, and marine ecology to guide the technical approach, review the study results and make recommendatio...

	b. Toxicity Reduction Evaluations
	See section V.E of the MRP (Attachment E) for an overview of Toxicity Reduction Evaluation (TRE) Requirements.

	3. Best Management Practices and Pollution Prevention
	a. Best Management Practices and Pollution Prevention Plan for Utility Vault and Manhole Dewatering Discharges (Utility Vault Plan)
	b. BMP Plan for Pier Boom, Fender, Mooring Cleaning Discharges, Graving Dock Pre-flood Cleaning, and Weight Testing Water.
	c. Pollution Prevention Plan

	4. Construction, Operation and Maintenance Specifications
	a. All waste treatment, containment, and disposal facilities shall be protected against 100-year peak stream flows as defined by the San Diego County Flood Control Agency.
	b. All waste treatment, containment, and disposal facilities shall be protected against erosion, overland runoff, and other impacts resulting from a 100-year frequency 24-hour storm.

	5. Other Special Provisions – Not Applicable


	VII. Compliance Determination
	1. The MDEL for chronic toxicity is exceeded and a violation will be flagged when a toxicity test results in a “fail” in accordance with the TST approach and the percent effect is greater than or equal to 0.5050%.
	2. MMEL for chronic toxicity is exceeded and a violation will be flagged when the median results of three independent toxicity tests, conducted within the same calendar month, and analyzed using the TST, (i.e. two out of three) is a “fail.”
	3. For this discharge, the determination of “Pass” or “Fail” from a single-effluent concentration chronic toxicity test at the IWC of 100 percent effluent is determined using the TST approach described in National Pollutant Discharge Elimination Syste...
	4. The Discharger shall report the results of reasonable potential analyses, species sensitivity screenings, and routine toxicity tests to the San Diego Water Board as either a “pass” or a “fail” at the IWC, in accordance with the TST approach and pro...
	5. The presence or absence of chronic toxicity shall be determined as specified in section V of the MRP.
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	A.
	Attachment A – Definitions
	Acute Toxicity Tests
	A measurement of the adverse effect (usually mortality) of a waste discharge or ambient water sample on a group of test organisms during a short-term exposure.
	Arithmetic Mean (()
	Average Monthly Effluent Limitation (AMEL)
	Average Weekly Effluent Limitation (AWEL)
	Bioaccumulative Pollutants
	Best Management Practices (BMPs)
	Carcinogenic
	Clean Water Act (CWA)
	Coefficient of Variation (CV)
	Daily Discharge
	Detected, but Not Quantified (DNQ)
	Dilution Credit
	Effluent Concentration Allowance (ECA)
	Enclosed Bays
	Estimated Chemical Concentration
	Estuaries
	Facility
	First Flush
	Storm water runoff that occurs between the time a storm event begins and when a minimum of 1/4 inch of precipitation has been collected in a rain gauge or equivalent measurement device at a location on the site which is representative of precipitation...
	Instantaneous Maximum Effluent Limitation
	Instantaneous Minimum Effluent Limitation
	Maximum Daily Effluent Limitation (MDEL)
	Maximum Extent Practicable (MEP)
	MEP is the technology-based standard established by Congress in CWA section 402(p)(3)(B)(iii) that municipal dischargers of storm water must meet.  MEP is the result of emphasizing pollution prevention and source control BMPs as the first lines of def...
	Median
	Method Detection Limit (MDL)
	Minimum Level (ML)
	Mixing Zone
	Non-Storm Water Discharge
	Not Detected (ND)
	Ocean Waters
	Persistent Pollutants
	Pollutant Minimization Program (PMP)
	Pollution Prevention
	Qualifying Storm Event
	A qualifying storm event is one that begins producing storm water discharge during daylight scheduled Facility operating hours, and is preceded by at least 7 days without a storm water discharge. A Qualifying Storm Event (QSE) is a precipitation event...

	Reporting Level (RL)
	Satellite Collection System
	Significant Quantities
	Volumes, concentrations, or masses of pollutants that can cause or threaten to cause pollution, contamination, or nuisance; adversely impact human health or the environment; and/or cause or contribute to a violation of any applicable water quality sta...
	Significant Spills
	Areas where no industrial activities occur.  Areas designated as “Small MS4 Areas” shall be applicable to the Storm Water Management Program (SWMP) requirements contained within section IV.D.2 of this Order.
	Storm Water
	Storm Water Discharge Associated with Industrial Activity
	The Storm Water Management Plan (SWMP) is a written plan to reduce the discharge of pollutants from “Small Municipal (Military Base) MS4 Areas” to the technology –based standard of MEP to protect receiving water quality.
	A SWPPP is a written document that identifies the industrial activities conducted at the site, including any structural control practices, which the industrial facility operator will implement to prevent pollutants from making their way into storm w...
	Standard Deviation (()
	Toxicity Reduction Evaluation (TRE)
	B.


	Attachment B – Maps
	C.

	Attachment C – Flow Schematic
	D.

	Attachment D – Standard Provisions
	I. Standard Provisions – Permit Compliance
	A. Duty to Comply
	B. Need to Halt or Reduce Activity Not a Defense
	C. Duty to Mitigate
	D. Proper Operation and Maintenance
	E. Property Rights
	F. Inspection and Entry
	G. Bypass
	H. Upset

	II. Standard Provisions – Permit Action
	A. General
	B. Duty to Reapply
	C. Transfers

	III. Standard Provisions – Monitoring
	A. Samples and measurements taken for the purpose of monitoring shall be representative of the monitored activity.  (40 CFR § 122.41(j)(1).)
	B. Monitoring results must be conducted according to test procedures under Part 136 or, in the case of sludge use or disposal, approved under Part 136 unless otherwise specified in Part 503 unless other test procedures have been specified in this Orde...
	1. The method minimum level (ML) is at or below the level of the most stringent effluent limitation established in the permit for the measured pollutant or pollutant parameter, and either the method ML is at or below the level of the most stringent a...
	2. The method has the lowest ML of the analytical methods approved under 40 CFR part 136 or required under 40 CFR chapter 1, subchapter N for the measured pollutant or pollutant parameter.

	IV. Standard Provisions – Records
	A. Except for records of monitoring information required by this Order related to the Discharger’ s sewage sludge use and disposal activities, which shall be retained for a period of at least five years (or longer as required by Part 503), the Dischar...
	B. Records of monitoring information shall include:
	C. Claims of confidentiality for the following information will be denied (40 CFR § 122.7(b)):

	V. Standard Provisions – Reporting
	A. Duty to Provide Information
	B. Signatory and Certification Requirements
	C. Monitoring Reports
	D. Compliance Schedules
	E. Twenty-Four Hour Reporting
	F. Planned Changes
	G. Anticipated Noncompliance
	H. Other Noncompliance
	I. Other Information

	VI. Standard Provisions – Enforcement
	The San Diego Water Board is authorized to enforce the terms of this permit under several provisions of the Water Code, including, but not limited to, sections 13385, 13386, and 13387.

	VII. Additional Provisions – Notification Levels
	A. Non-Municipal Facilities
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	Table of Contents
	Table of Contents (Cont'd)
	List of Tables
	I. General Monitoring Provisions
	L. The Discharger shall ensure that analytical procedures used to evaluate compliance with effluent limitations established in this Order use minimum levels (ML) no greater than the applicable effluent limitation and are consistent with the requiremen...

	II. Monitoring Locations
	A. Monitoring Station Locations
	Table E-1. Monitoring Station Locations

	B. Industrial Storm Water Monitoring Location Report
	1. The Discharger shall prepare and submit, no later than November 30, 2013, an Industrial Storm Water Monitoring Location Report to identify representative monitoring locations for industrial storm water discharges from Industrial High Risk Areas, an...
	2. The criteria and methods used to identify the representative monitoring locations.
	3. A map of monitoring locations for each Industrial High Risk Area and Industrial Low Risk Area storm water discharge point.  Where a single drainage area, or similar drainage areas to the same receiving water, discharge to multiple discharge points,...
	4. A tabulation of the proposed representative monitoring locations for industrial storm water discharges from Industrial High Risk Areas and Low Risk Areas.  The tabulation shall include the discharge points, the representative monitoring locations f...
	5. In the annual storm water monitoring report for industrial storm water discharges, the Discharger shall submit a summary of any proposed changes to the representative monitoring locations, a rationale for each change in monitoring location, and a c...
	6. The Discharger shall implement the Industrial Storm Water Monitoring Location Report unless otherwise directed in writing by the San Diego Water Board.  The Discharger shall comply with any conditions set by the San Diego Water Board including modi...


	III. Influent Monitoring Requirements
	A. Intake Credit Monitoring (INT-001 through INT-004)
	Table E-2. Intake Water Credits Monitoring


	IV. Industrial Process Wastewater Effluent Monitoring Requirements
	A. Monitoring Locations SC-001 through SC-175—Steam Condensate
	1. The Discharger shall monitor discharges of steam condensate at a minimum of three representative monitoring locations from Monitoring Location Nos. SC-001 through SC-175 as shown in Table E-3.  The three representative monitoring locations shall be...
	Table E-3. Effluent Monitoring for Steam Condensate

	2. Annually, by September 1 the Discharger shall submit a list of the chemicals added to the steam boiler.

	B. Monitoring Location Nos. NGD-001 and NGD-002
	Table E-4. Effluent Monitoring for Graving Dock Deflooding & Salt Water Rinse Discharges

	C. Monitoring Location No. NGD-003
	Table E-5. Effluent Monitoring for Caisson Gate Ballast Water Effluent

	D. Monitoring Location No. NGD-004
	Table E-6. Effluent Monitoring for Emergency Fire Suppression and Salt Water Supply Discharges

	E. Monitoring Location BC-001
	1. The Discharger shall monitor the discharge from pier boom, fender, and mooring cleaning at Monitoring Location No. BC-001 as follows in Table E-7:
	Table E-7. Effluent Monitoring for Pier Boom, Fender, and Mooring Cleaning

	2. Annually, by September 1, the Discharger shall submit a log of the pier boom, fender, and mooring cleaning activity including the duration, the personnel in charge of the cleaning, the quantity of the discharge, the date, a summary of any potential...

	F. Monitoring Locations UV-001 through UV-012 Utility Vault and Manhole Dewatering  Monitoring
	1. The Discharger shall monitor the discharge from utility vault and manhole dewatering at a minimum of three representative monitoring locations, including at least one electrical vault discharge, and one manhole discharge as shown in Table E-8.  Mon...
	Table E-8. Effluent Monitoring for Utility Vault and Manhole Dewatering

	2. Annually, by September 1, Discharger shall submit a log of the utility vault and manhole dewatering discharges.  For vaults with automatic sump pumps, the log shall include the total volume of each discharge point for each calendar quarter.  For va...


	V. Whole Effluent Toxicity Testing Requirements
	A. Acute Toxicity
	1. Monitoring Frequency for Industrial High Risk Storm Water Discharges
	2. Marine and Estuarine Species and Test Methods
	3. Compliance Determination
	4. Acute Toxicity MDEL Exceedance Follow-up Action
	5. Industrial Storm Water from High Risk Areas

	B. Chronic Toxicity
	1. Monitoring Frequency for Chronic Toxicity
	2. Marine and Estuarine Species and Test Methods
	3. Compliance Determination
	4. Chronic Toxicity MDEL Exceedance Follow-up Action
	5. Industrial Process Wastewater
	6. High Risk Industrial Storm Water

	C. Quality Assurance
	1. Quality assurance measures, instructions, and other recommendations and requirements are found in the test methods manual previously referenced.  Additional requirements are specified below.
	2. This discharge is subject to a determination of “Pass” or “Fail” from a single-effluent concentration toxicity test at the IWC (for statistical flowchart and procedures, see National Pollutant Discharge Elimination System Test of Significant Toxici...
	3. Effluent dilution water and control water should be prepared and used as specified in the test methods manuals, Methods for Measuring the Acute Toxicity of Effluents and Receiving Waters to Freshwater and Marine Organisms, Fifth Edition (EPA-821-R-...
	4. If organisms are not cultured in-house, then concurrent testing with a reference toxicant shall be conducted.  If organisms are cultured in-house, then monthly reference toxicant testing is sufficient.  Reference toxicant tests and effluent toxicit...
	5. All multi-concentration reference toxicant test results must be reviewed and reported according to USEPA guidance on the evaluation of concentration-response relationships found in Method Guidance and Recommendations for Whole Effluent Toxicity (WE...
	6. If either the reference toxicant or effluent toxicity tests do not meet all test acceptability criteria in the test methods manual, then the Discharger shall resample and retest within 14 days (or as soon as possible for storm water).

	D. Accelerated Chronic Toxicity Testing Monitoring Schedule
	E. Toxicity Reduction Evaluation (TRE)
	1.  TRE Work Plan Submittal.  The Discharger shall prepare and submit a TRE Work plan to the San Diego Water Board no later than 30 days from the time the Discharger becomes aware that:
	2. A TRE work plan is required by section V.D of this MRP for an industrial process wastewater discharge which had a chronic toxicity test result during accelerated monitoring that resulted in a “fail” and exhibited a percent effect greater than or eq...
	3. A TRE work plan is required by section V.A.5 of this MRP for a high risk industrial storm water discharge which had an additional acute toxicity test conducted following an MDEL exceedance that results in a “fail” and exhibits a percent effect grea...
	4. A TRE work plan is required by section V.B.6 of this MRP for a high risk industrial storm water discharge which had a chronic toxicity test and a concurrent receiving water sample test both result in a “fail” and exhibit a percent effect greater th...
	5. TRE Work Plan. The TRE Work Plan shall be in conformance with the USEPA manual “Generalized Methodology for Conducting Industrial Toxicity Reduction Evaluations (EPA/600/2-88/070, 1989).”  The TRE Work Plan shall also include the following informat...
	a. A description of the actions to be undertaken by the Discharger to investigate, identify, and correct the causes of toxicity;
	b. If the MDEL noncompliance has not been corrected, the amount of time it is expected to continue;
	c. A description of the steps taken or planned to reduce, eliminate and prevent recurrence of the MDEL noncompliance; and
	d. A schedule for completion of all activities and submission of a final report.

	6. TRE Work Plan Implementation. The Discharger shall implement the TRE Work Plan unless otherwise directed in writing by the San Diego Water Board. The Discharger shall comply with any additional conditions set by the San Diego Water Board.
	7. TRE Progress Reports.  The Discharger shall prepare and provide written semiannual progress reports which: (1) describe the actions that have been taken toward achieving compliance with the acute or chronic toxicity MDEL for the previous six months...
	8. Toxicity Identification Evaluation.  Based upon the magnitude and persistence of the acute and chronic toxicity, the Discharger may initiate a Toxicity Identification Evaluation (TIE) as part of a TRE to identify the causes of toxicity using the sa...
	a. Criteria for initiating a TIE on a sample;
	b. Roles and responsibilities of the team conducting the TIE;
	c. Study design, sample treatments, and chemical analysis;
	d. Data evaluation and communication;
	e. Follow-up actions; and
	f. A schedule for completion of all activities and submission of a final report.


	F. Violations
	1. An exceedance of the MDEL or MMEL during routine monitoring is a violation.  Any exceedances occurring during a required accelerated monitoring period and, if appropriate, a TRE period shall not constitute additional violations provided that: (1) t...

	G. Reporting of Toxicity Monitoring Results
	1. The Discharger shall submit a full laboratory report for all toxicity testing as an attachment to the monitoring report.  The laboratory report shall contain: the toxicity test results; the dates of sample collection and initiation of each toxicity...
	2. The Discharger shall provide the actual test endpoint responses for the control (i.e., the control mean) and the IWC (i.e., the IWC mean) for each toxicity test to facilitate the review of test results and determination of reasonable potential for ...
	3. The Discharger shall notify the San Diego Water Board in writing within 14 days of receipt of any test result with an exceedance of the toxicity limit.  This notification shall describe actions the Discharger has taken or will take to investigate, ...


	VI. Land Discharge Monitoring Requirements
	VII. Reclamation Monitoring Requirements
	VIII. Receiving Water Monitoring Requirements – Surface Water
	A. Receiving Water and Sediment Monitoring
	1. Receiving water and sediment monitoring shall be performed by the Discharger to assess compliance with receiving water limits.  The receiving water monitoring requirements in Monitoring and Reporting Program No. R9-2002-0169 for NBSD and Monitoring...
	2. Monitoring Coalition Reopener. To achieve maximum efficiency and economy of resources, the San Diego Water Board encourages and may require San Diego Bay dischargers to establish or join a San Diego Bay water body monitoring coalition.  If a San Di...
	3. Water and Sediment Monitoring Plan. The Discharger shall prepare and submit a Water and Sediment Monitoring Plan to assess compliance with Receiving Water Limitations of this Order.  The Water and Sediment Monitoring Plan shall be submitted within ...
	a. Quality Assurance Project Plan.  A Quality Assurance Project Plan (QAPP) describing the project objectives and organization, functional activities, and quality assurance/quality control protocols for the water and sediment monitoring.
	b. Sampling and Analysis Plan.  A Sampling and Analysis Plan must be proposed based on methods or metrics described in 40 CFR 136, Guidelines Establishing Test Procedures for the Analysis of Pollutants under the Clean Water Act and the SWRCB Sediment ...
	i. Water Column Sampling
	a) Frequency: The Sampling and Analysis Plan must propose the frequency and timing for water column sampling.  The minimum frequency of sampling is shown in table E-9 below.  The proposed sampling must be based upon results on the fate and transport o...
	b) Pollutants: The Sampling and Analysis Plan must propose what pollutants will be monitored.  At a minimum, monitoring must include the pollutants and frequency in Table E-9 below:

	Table E-9. Minimum Receiving Water Monitoring Requirements
	ii. Sediment Sampling
	a) Frequency: Sediment chemistry, toxicity and benthic organism monitoring shall be done, at a minimum twice during the term of this Order.
	b) Sediment Chemistry, Toxicity, and Benthic Community Condition: Sediment chemistry, toxicity and benthic community monitoring shall be done in accordance with, at a minimum, the requirements under the SWRCB Sediment Quality Plan.  The proposal must ...
	1) Sediment Chemistry: Bulk sediment chemical analysis shall include at a minimum the pollutants identified in Attachment A of the SWRCB Sediment Quality Plan and listed in Attachment K of this Order.
	2) Sediment Toxicity:  Short term survival tests and sublethal tests shall be performed as specified in section V.F of the State Board’s Sediment Quality Plan. The results shall be recorded as “Percent of control response”.A 10-Day amphipod survival t...
	3) Benthic Community- Subtidal Habitat:  For discharges to unvegetated subtidal, the benthic community shall be evaluated using the line of evidence approach in Section V.G of the SWRCB Sediment Quality Plan.  For discharges to vegetated subtidal (Zos...


	iii. Conceptual Model.  A Conceptual Model identifying the physical and chemical factors that control the fate and transport of pollutants and receptors that could be exposed to pollutants in the water and sediment shall be developed and included in t...
	a) Points of discharge into the segment of the water body or region of interest;
	b) Tidal flow and/or direction of predominant currents;
	c) Historic or legacy conditions in the vicinity;
	d) Nearby land and marine uses or actions;
	e) Beneficial Uses;
	f) Potential receptors of concern;
	g) Change in grain size salinity water depth and organic matter; and
	h) Other sources or discharges in the immediate vicinity.

	iv. Spatial Representation.  The Water and Sediment Monitoring Plan shall be designed to ensure that the sample stations are spatially representative of the water and sediment within the water body segment or region of interest.
	v. Existing Data and Information.  The Water and Sediment Monitoring Plan design shall take into consideration existing data and information of appropriate quality including ongoing monitoring programs conducted by other entities.
	vi. Strata.  Identification of appropriate strata shall consider characteristics of the water body including sediment transport, hydrodynamics, depth, salinity, land uses, inputs (both natural and anthropogenic) and other factors that could affect the...
	vii. Index Period.  All sediment stations shall be sampled between the months of June through September to correspond with the benthic community index period.
	viii. Report Completion Schedule.  The Water and Sediment Monitoring Plan shall include a schedule for completion of all sample collection and analysis activities and submission of Water and Sediment Monitoring Reports described in section VIII.A.5 of...


	4. Water and Sediment Monitoring Plan Implementation. The Discharger shall implement the Water and Sediment Monitoring Plan in accordance with the schedule contained in the Water and Sediment Monitoring Plan unless otherwise directed in writing by the...
	a. Notify the San Diego Water Board at least 14 days in advance of the beginning of sample collection activities; and
	b. Comply with any conditions set by the San Diego Water Board with respect to sample collection methods such as providing split samples.

	5. Water and Sediment Monitoring Reports.  The Discharger shall submit a Water and Sediment Monitoring Report at least twice during a permit cycle in accordance with the schedule contained in the Water and Sediment Monitoring Plan unless otherwise dir...
	a. Analysis. An evaluation, interpretation and tabulation of the water and sediment monitoring data including interpretations and conclusions as to whether applicable Receiving Water Limitations in this Order have been attained at each sample station.
	b. Sample Location Map.  The locations, type, and number of samples shall be identified and shown on a site map.



	IX. Other Monitoring Requirements
	A. Storm Water Discharges from Industrial High Risk, Industrial Low Risk Areas, and Industrial No Exposure Areas
	1. Industrial Non-Storm Water Discharge (NSWD) Visual Observations
	2. Industrial Storm Water Discharge and Other Visual Observations
	i. From a storm event that has produced a minimum of 1/10 inch of rainfall within the preceding 24 hour period as measured by an on-site rainfall measurement device; and
	ii. From a storm event that was preceded by three calendar days of dry weather. Dry weather shall be defined as three calendar days of combined rainfall of less than 1/10 inch as measured by an on-site rainfall measurement device.

	3. Industrial Storm Water Sampling and Analysis
	i. The start of the discharge, or
	ii. The start of facility operations if the QSE occurs within the previous 12 hour period (storms that begin the previous night). Sample collection is required during scheduled facility operating hours and when sampling conditions are safe.
	Table E-10. Monitoring Requirements for Storm Water Discharges from “Industrial Low Risk” Areas
	(a)

	Table E-11. Monitoring Requirements for Storm Water Discharges from “Industrial High Risk” Areas.

	4. Chollas Creek Storm Water Sampling and Analysis
	Table E-12. Monitoring Requirements for Storm Water Discharges to Chollas Creek.

	5. Visual Observation and Sample Collection Exceptions and Methods  The Discharger shall be prepared to collect samples and conduct visual observations at the beginning of the semi-annual period and throughout until the minimum requirements of section...
	i. Specific drainage areas at the facility are affected by storm water run-on from off-site areas or on-site non-industrial areas; or
	ii. Specific sampling locations which are difficult to sample (e.g. submerged discharge outlets, dangerous discharge location accessibility).


	B. Non-industrial Storm Water Monitoring for Small Municipal (Military Base) Separate Storm Sewer System (MS4) Areas
	1. Within 24 months of the effective date of this Order, the Discharger shall prepare and submit to the San Diego Water Board a written plan for monitoring pollutants in non–industrial storm water discharges from Small Municipal (Military Base) Separa...
	2. The Discharger shall implement the Small Municipal (Military Base) Separate Storm Sewer System Monitoring Plan unless otherwise directed in writing by the San Diego Water Board.  The Discharger shall comply with any conditions set by the San Diego ...
	3. The Monitoring results shall be submitted annually with the Storm Water Annual Report, as specified in section IX.C of this MRP.

	C. Storm Water Annual Report for Industrial High Risk Areas, Industrial Low Risk Areas, and Small MS4 Areas
	1. Identification of any changes to “Industrial High Risk”, “Industrial Low Risk”, “Industrial No-Exposure”, and “Small MS4 Areas” at the Facility, as defined in section IV.B of the Order;
	2. A summary of visual observations and sampling and analysis results;
	3. An evaluation of the visual observation and sampling and analysis results;
	4. Annual Comprehensive Site Compliance Evaluation Report as required by section IX of the SWPPP requirements contained in Attachment G;
	5. Sample results and laboratory reports;
	6. A list of authorized and non-authorized non-storm water discharges identified pursuant to section IX.A.1 of this MRP; and
	7. Records specified in section IX.A of this MRP.

	D. Graving Dock Flood Water Discharge
	1. The Discharger shall provide written notification to the San Diego Water Board 48 hours prior to the flooding of its graving dock.  If the graving dock has to be flooded on short notice and the 48 hour notification time cannot be met, the Discharge...
	2. The Discharger shall document the condition of the graving dock prior to each flooding.  The conditions will be digitally documented either by video or photographs.  The video must be in computer file format compatible with MS Windows such as mpg (...
	3. The Discharger shall submit documentation on the graving dock flooding conditions quarterly to the San Diego Water Board in accordance with Table E-13.  If the drydock was not flooded during the quarter, the Discharger shall document in the quarter...

	E. Spill and Illicit Discharge Log (within all industrial storm water risk areas)
	1. The time and date of the spill or illicit discharge;
	2. The cause of the spill or illicit discharge;
	3. The materials or wastes involved in the spill or illicit discharge;
	4. The estimated volume of the spill or illicit discharges;
	5. The specific location where the spill or illicit discharge originated including storm water risk level;
	6. The fate of the spill or illicit discharge (e.g., San Diego Bay, graving dock, etc.);
	7. The physical extent or size of the area(s) affected by the spill;
	8. Whether the spill or illicit discharge contained pollutants;
	9. The public agencies notified;
	10. The corrective actions taken; and
	11. The measures taken to prevent or minimize future spills or illicit discharges.


	X. Reporting Requirements
	A. General Monitoring and Reporting Requirements
	B. Self-Monitoring Reports (SMRs)
	1. The Discharger shall initially submit Self-Monitoring Reports (SMRs) by hard copy to the San Diego Water Board office and electronically using the State Water Board’ s California Integrated Water Quality System (CIWQS) Program Web site (http://www....
	2. The Discharger shall report in the SMR the results for all monitoring specified in this MRP under sections III through IX.  The Discharger shall submit quarterly and annual SMRs including the results of all required monitoring using USEPA-approved ...
	3. Monitoring periods and reporting for all required monitoring shall be completed according to the following schedule:
	Table E-13. Monitoring Periods and Reporting Schedule


	C. Reporting Protocols.
	1. The Discharger shall report with each sample result the applicable reported Minimum Level (ML) and the current Method Detection Limit (MDL), as determined by the procedure in 40 CFR Part 136.
	2. The Discharger shall report the results of analytical determinations for the presence of chemical constituents in a sample using the following reporting protocols:
	3. Compliance Determination.  Compliance with effluent limitations for priority pollutants shall be determined using sample reporting protocols defined above and Attachment A of this Order.  For purposes of reporting and administrative enforcement by ...
	4. Multiple Sample Data.  When determining compliance with an AMEL or MDEL for priority pollutants and more than one sample result is available, the Discharger shall compute the arithmetic mean unless the data set contains one or more reported determi...
	5. The Discharger shall submit SMRs in accordance with the following requirements:

	D. Discharge Monitoring Reports (DMRs)
	1. At any time during the term of this permit, the State or San Diego Water Board may notify the Discharger to electronically submit Discharge Monitoring Reports (DMRs) that will satisfy federal requirements.  Until such notification is given, the Dis...
	2. DMRs must be signed and certified as required by the standard provisions (Attachment D). The Discharger shall submit the original DMR to the address listed below:

	E. Other Reports
	Table E-14. Reporting Requirements for Other Reports
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	List of Tables
	Attachment F – Fact Sheet
	I. Permit Information
	A. The United States Department of the Navy (hereinafter Discharger) is the owner and operator of Naval Base San Diego Complex (hereinafter Facility), a U.S. naval base.  The Naval Base San Diego Complex is comprised of the following four installation...
	For the purposes of this Order, references to the “discharger” or “Discharger” in applicable federal and state laws, regulations, plans, or policy are held to be equivalent to references to the Discharger herein.
	Table F-1. Facility Information

	B. The Facility is currently regulated by Order Nos. R9-2002-0169 and R9-2003-0365 for discharges from multiple discharge points to San Diego Bay and San Diego River, waters of the United States (US).
	Order No. R9-2002-0169, National Pollutant Discharge Elimination System (NPDES) No. CA0109169, currently regulates several types of wastewater discharges at numerous discharge locations within the Facility including  industrial storm water;  steam con...
	Order No. R9-2002-0169, an NPDES permit for the Facility, was adopted on November 13, 2002 and expired on November 13, 2007.  Order No. R9-2003-0365 for the Graving Dock was adopted on August 13, 2003 and expired on August 13, 2008. The terms and cond...
	In 1976, the San Diego Unified Port District was issued an NPDES permit for the United States Navy (USN) Graving Dock.  The NPDES permit was reissued in 1981.  During this time the surrounding NBSD installation did not have an NPDES permit.  In 1986, ...
	In 1992, the Discharger enrolled in the State Water Resource Control Board’s (State Water Board’s) General Permit to Discharge Storm Water Associated with Industrial Activity Order No. 91-13-DWQ for the Facility.  The enrollment in the Industrial Stor...
	In 1997, the State Water Board reissued the Industrial Stormwater General NPDES Permit Order No. 97-03-DWQ, and the Discharger continued enrollment in the Industrial Stormwater General Permit.
	In 1998, the individual NPDES permit for the USN Graving Dock was reissued to the Discharger.
	In 2002, an individual NPDES permit for the NBSD Complex (Order No. R9-2002-0169) was issued for storm water and additional industrial wastewater discharges from the Facility; this individual permit did not include the USN Graving Dock.  In 2003, the ...
	Order No. R9-2002-0169 for the Naval Base San Diego (NBSD) Complex expired in 2007.  Order No. R9-2003-0365 for the USN Graving Dock expired in 2008.  Both NPDES permits have been automatically continued and remain in effect.
	While, historically the Discharger was initially issued a NPDES permit for the USN Graving Dock, and then a separate permit for the remainder of the Facility, it is appropriate for the USN Graving Dock to be combined with the remainder of the Facility...
	The San Diego Water Board recently concluded proceedings to issue a Cleanup and Abatement Order (CAO) for discharges of metals and other pollutant wastes to San Diego Bay marine sediment and waters located along the eastern shore of central San Diego ...
	C. The Discharger filed a Report of Waste Discharge (ROWD) and submitted an application for reissuance of its WDRs and NPDES permit for the Naval Base San Diego Complex (Order No. R9-2002-0169) on June 18, 2007.  The Discharger also filed a ROWD and s...

	II. Facility Description
	NBSD also has several shore-side industrial maintenance repair shops onsite.  Personnel at these shops repair various vessel parts such as antenna or ship mechanics.  Two land parcels within the NBSD perimeter are not under the direct control of the C...
	Table F-2. Discharges from the Facility

	1 Various locations as discussed in section II.A.1 of this Fact Sheet.
	A. Description of Wastewater
	B. Discharge Points and Receiving Waters
	Table F-3. Discharge Locations

	C. Summary of Existing Requirements and Self-Monitoring Report (SMR) Data
	Table F-4. Historic Numeric Effluent Limitations  for Graving Dock discharges
	Table F-5. Discharge Data Summary

	D. Compliance Summary
	1. The 2010/2011 Annual Report for Storm Water Discharges Associated with Industrial Activities for Naval Base San Diego contains the following statements indicating copper and zinc are present in the storm water:
	2. The 2009/2010 Annual Report for Storm Water Discharges Associated with Industrial Activities for Naval Base San Diego contains the following statements indicating toxicity, copper, and zinc are present in the storm water:
	3. The Discharger has reported the following non-compliance events at Naval Base San Diego Complex to the San Diego Water Board:
	4. On April 26, 2010, the Facility was inspected by a USEPA contractor to determine compliance with Order No. R9-2002-0169 for NBSD Complex.  Major findings reported from that inspection include:

	San Diego Water Board Order No. R9-2002-0169, Discharge Specification B.4.a specifies that a toxicity test of “undiluted storm water runoff associated with industrial activity shall not produce less than 90% survival, 50% of the time, and not less tha...
	5. The April 26, 2010, inspection report also included the following information about copper and zinc benchmark exceedances:

	E. Planned Changes – Not Applicable

	III. Applicable Plans, Policies, and Regulations
	A. Legal Authorities
	B. California Environmental Quality Act (CEQA)
	C. State and Federal Regulations, Policies, and Plans
	Table F-6. Basin Plan Beneficial Uses

	D. Impaired Water Bodies on CWA 303(d) List
	Table F-7. San Diego Bay 303(d) Impairments for NBSD

	E. Other Plans, Polices and Regulations

	IV. Rationale For Effluent Limitations and Discharge Specifications
	A. Discharge Prohibitions
	B. Technology-Based Effluent Limitations
	1. Scope and Authority
	2. Applicable Technology-Based Effluent Limitations (TBELs)
	Table F-8. Numeric Technology-based Effluent Limitations for Discharge Point Nos. SC-001 through SC-175, and NGD-001 through NGD-004


	C. Water Quality-Based Effluent Limitations (WQBELs)
	1. Scope and Authority
	2. Applicable Beneficial Uses and Water Quality Criteria and Objectives
	Table F-9. Applicable CTR/NTR Water Quality Criteria

	3. Determining the Need for WQBELs
	Table F-10. Summary of RPA Results1

	4. WQBEL Calculations
	Table F-11. WQBEL Calculations for Cadmium
	Table F-12. WQBEL Calculations for Copper
	Table F-13. WQBEL Calculations for Lead
	Table F-14. WQBEL Calculations for Mercury
	Table F-15. WQBEL Calculations for Nickel
	Table F-16. WQBEL Calculations for Silver
	Table F-17. WQBEL Calculations for Zinc
	Table F-18. Applicable WQBELs

	5. Whole Effluent Toxicity (WET)

	D. Final Effluent Limitations
	1. Final Effluent Limitations
	Table F-19. Effluent Limitations for Discharges of Steam Condensate from Discharge Point Nos. SC-001 through SC-175
	Table F-20. Effluent Limitations for Graving Dock Deflood Water and Salt Water Rinse Water at Discharge Point Nos. NGD-001 and NGD-002
	Table F-21.  Effluent Limitations For Caisson Ballast Dewatering – Discharge Point No. NGD-003
	Table F-22.  Effluent Limitations for Emergency Fire Suppression Water and Salt Water Supply – Discharge Point No. NGD-004

	2. Satisfaction of Anti-Backsliding Requirements
	3. Satisfaction of Antidegradation Policy
	4. Stringency of Requirements for Individual Pollutants

	E. Storm Water Risk Level Designations
	F. Small (Military Base) Municipal Separate Storm Sewer System (MS4) Discharge Specification
	G. Storm Water Action Levels (SALs) - Chollas Creek Metals TMDL Implementation
	Table F-23.  Waste Load Allocations for Chollas Creek Storm Water Discharges
	Table F-24. Final Waste Load Allocations for Chollas Creek Storm Water Discharges for a Harness of 400 mg/L
	Table F-25.  Implementation Schedule for Chollas Creek Metals TMDLs.
	Table F-26. Interim WLAs for Chollas Creek Storm Water Discharges for a Harness of 400 mg/L in 2018 with 20% exceedance - Dissolved
	Table F-27. Interim WLAs for Chollas Creek Storm Water Discharges for a Harness of 400 mg/L in 2018 with 20% exceedance – Total Recoverable
	Table F-28.  SAL Calculations for Total Copper in Discharges of Storm Water to Chollas Creek.
	Table F-29.  SAL Calculations for Total Lead in Discharges of Storm Water to Chollas Creek.
	Table F-30.  SAL Calculations for Zinc in Discharges of Storm Water to Chollas Creek.
	Table F-31. Storm water Action Levels for Discharges to Chollas Creek

	H. Industrial Storm Water Discharge Specifications
	I. Non-Storm Water Discharge Specifications

	V. Rationale for Receiving Water Limitations
	A. Surface Water
	B. Groundwater

	VI. Rationale for Monitoring and Reporting Requirements
	A. Industrial Storm Water Monitoring Location Study and Annual Report
	B. Influent Monitoring
	C. Effluent Monitoring
	D. Whole Effluent Toxicity Testing Requirements
	E. Receiving Water Monitoring
	1. Water and Sediment Monitoring Plan
	The Discharger is required to submit a Water and Sediment Monitoring Plan within 12 months of the effective date of this Order.  The Water and Sediment Monitoring Plan has all the elements required by the Sediment Quality Plan which became effective o...
	2. Surface Water
	3. Sediment Monitoring
	4. Monitoring Coalitions.
	To achieve maximum efficiency and economy of resources, the San Diego Water Board encourages and may require San Diego Bay dischargers to establish or join a San Diego Bay water body monitoring coalition.  Monitoring coalitions enable the sharing of t...
	5. Water and Sediment Monitoring Report

	F. Other Monitoring Requirements
	1. The discharge of industrial contact storm water to San Diego Bay may contain pollutants from the surrounding area which could contribute to the exceedance of the water quality criteria/objectives of the receiving waters.  Industrial storm water mon...
	2. Monitoring requirements for storm water discharges to Chollas Creek have been added to allow comparison of storm water samples to the SALs established to implement the Chollas Creek Metals TMDLs.  Monitoring is required for 2 storms per year for co...
	3. The discharger is required to submit a sampling plan for MS4 storm water discharges within 12 months of the effective date of this Order.  A minimum of five representative monitoring locations must be identified to reduce the number of samples requ...
	4. Monitoring requirements for graving dock deflooding water discharges have been updated to reflect modern technology and carried over from MRP No. R9-2003-0265 to ensure that appropriate BMPs are properly implemented.
	5. Monitoring requirements for spill and illicit discharges have been carried over from MRP No. R9-2003-0265 to help determine the effectiveness of the BMP Plan and ensure that appropriate BMPs are properly implemented.
	6. The requirement for a Chemical Utilization Audit from MRP No. R9-2003-0265 has not been retained and instead chemical information will be obtained through the California Environmental Reporting System (CERS).  CERS is a publically accessible statew...


	VII. Rationale for Provisions
	A. Standard Provisions
	B. Monitoring and Reporting Program (MRP) Requirements
	C. Special Provisions
	1. Reopener Provisions
	2. Special Studies and Additional Monitoring Requirements
	3. Best Management Practices and Pollution Prevention
	4. Construction, Operation, and Maintenance Specifications
	5. Other Special Provisions – Not Applicable


	VIII. Public Participation
	A. Notification of Interested Parties
	B. Written Comments
	C. Public Hearing
	D. Waste Discharge Requirements Petitions
	E. Information and Copying
	F. Register of Interested Persons
	G. Additional Information
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	ATTACHMENT G – STORM WATER POLLUTION PREVENTION PLAN (SWPPP) REQUIREMENTS FOR INDUSTRIAL AREAS
	I. Implementation Schedule
	II. SWPPP Objectives
	III. Planning and Organization
	A. SWPPP Checklist
	B. Pollution Prevention Team
	C. Review Other Requirements and Existing Facility Plans

	IV. Site Map
	V. List of Significant Materials
	VI. Description of Potential Pollutant Sources
	VII. Assessment of Potential Pollutant Sources
	1. The quantity, physical characteristics (liquid, powder, solid, etc.), and locations of each significant material handled, produced, stored, recycled, or disposed;
	2. The degree pollutants associated with those materials are exposed to and mobilized by contact with storm water;
	3. The direct and indirect pathways that pollutants may be exposed to storm water or authorized non-storm water discharges. This shall include an assessment of past spills or leaks, non-storm water discharges, and discharges from adjoining areas;
	4. Sampling, visual monitoring, and inspection records; and
	5. Effectiveness of existing BMPs to reduce or prevent pollutants in storm water discharges and authorized non-storm water discharges.

	VIII. Storm Water Best Management Practices
	IX. Annual Comprehensive Site Compliance Evaluation
	X. Numeric Action Levels (NALs) and Numeric Effluent Limitations (NELs)
	A. Numeric Action Levels (NALs) for all storm water discharges are appropriate numeric thresholds that allow a discharger to take corrective action when the Instantaneous Maximum or Annual Average NAL is exceeded.  Exceedances of NAL values are not a ...
	B. At any time in Level 2 status the Discharger may evaluate industrial pollutant sources, the SWPPP, non-industrial pollutant sources, and the impact of storm water discharges to receiving waters, and prepare and submit a technical report supporting ...
	1. BAT/BCT Compliance Demonstration   The BAT/BCT Compliance Demonstration Technical Report shall at a minimum, include the following:
	a. An evaluation of each of the following factors from 40 CFR Part 125.3(d):
	i. The total cost of application of technology in relation to the effluent reduction benefits to be achieved from such application;
	ii. The age of equipment and facilities involved;
	iii. The process employed;
	iv. The engineering aspects of the application of various types of control techniques;
	v. Process changes; and
	vi. Non-water quality environmental impact (including energy requirements).

	b. A statement that the Discharger has identified and evaluated all pollutant source(s) associated with industrial activity that are causing an NAL exceedance;
	c. A statement that the Discharger has already designed, installed, and implemented operational source control, treatment, and/or structural source control BMPs that are required to reduce or prevent pollutants in industrial storm water discharges in ...
	d. A description of the industrial pollutant sources and corresponding industrial pollutants that are or may be discharged;
	e. An evaluation of all alternative BMPs needed to meet the applicable NAL including costs;
	f. A description of all implemented BMPs that constitute BAT/BCT for the specific identified parameter(s) in the drainage area(s); and
	g. Alternate NALs, if applicable, that correspond to the identified treatment/structural BMPs and reflect BAT/BCT level of control.

	2. Non-Industrial Pollutant Demonstration The Non-Industrial Source Pollutant Demonstration Technical Report shall at a minimum, include the following:
	a. A statement that the Discharger has identified and evaluated all potential pollutant sources which may have commingled with storm water associated with the Discharger’s industrial activity and could be contributing to the NAL exceedance;
	b. A statement that the Discharger has determined that the pollutants causing the exceedances are solely attributable to storm water run-on to the facility from adjacent properties or non-industrial portions of the Discharger’s property or from aerial...
	c. A description of the industrial pollutant sources and corresponding industrial pollutants that are or may be discharged;
	d. A quantification of the relative contributions of the pollutant from (1) storm water run-on to the facility from adjacent properties or non-industrial portions of the Discharger’s property or from aerial deposition and (2) from the storm water asso...
	e. A summary of the existing BMPs; and
	f. An evaluation of all on-site/off-site analytical monitoring data demonstrating that the NAL exceedances are solely attributable to pollutants in storm water run-on to the facility from adjacent properties or non-industrial portions of the Discharge...

	3. Natural Background Demonstration  The Natural Background Demonstration Technical Report shall at a minimum, include the following:
	a. A statement that the Discharger has determined that the exceedance of the NAL is attributable solely to the presence of the pollutant in the natural background;
	b. A summary of all data previously collected by the Discharger or others that describe the levels of natural background pollutants in the storm water discharge;
	c. A summary of any research and published literature that relates the pollutants evaluated at the facility as part of the Natural Background Demonstration;
	d. Map showing the reference site location in relation to facility along with available land cover information;
	e. Reference site and test site elevation;
	f. Available geology and soil information for reference and test sites;
	g. Photographs showing site vegetation;
	h. Site reconnaissance survey data regarding presence of roads, outfalls, or other human-made structures; and
	i. Records from relevant state or federal agencies indicating no known mining, forestry, or other human activities upstream of the proposed reference site.


	D. The Discharger shall revise the SWPPP and implement the appropriate BMPs in a timely manner and in no case more than 90 days after a Discharger determines that the SWPPP is in violation of any Order requirement.
	E. When any part of the SWPPP is infeasible to implement by the deadlines specified above due to proposed significant structural changes, the Discharger shall:
	F. The SWPPP shall be provided, upon request, to the San Diego Water Board, USEPA, local agency, or Compliance Inspection Designees.  The San Diego Water Board under section 308(b) of the Clean Water Act considers the SWPPP a report that shall be avai...
	A. The SWPPP shall address authorized non-storm water discharges and incorporate the requirements of section IV.G of this Order.
	ATTACHMENT H – BEST MANAGEMENT PRACTICES AND POLLUTION PREVENTION PLAN FOR UTILITY VAULT AND MANHOLE DEWATERING DISCHARGES (UTILITY VAULT PLAN)

	I. Implementation
	The Discharger shall develop and implement a Best Management Practices and Pollution Prevention Plan for Utility Vault and Manhole Dewatering Discharges (Utility Vault Plan) which achieves the objectives and the specific requirements listed below.  Th...

	II. OBJECTIVE
	III. The Utility Vault Plan shall include, to the extent possible, at least the following items:
	1. Drainage Map  Provide a map showing the essential features of the distribution system for the service area within this San Diego Water Board’s boundary and showing the corresponding surface waters to which water may be discharged.
	2. Preventative Maintenance  Inspect and maintain wastewater management devices as well as inspect and test site equipment and systems to uncover conditions that could cause breakdowns or failures resulting in discharges of pollutants to surface water...
	ATTACHMENT I – BEST MANAGEMENT PRACTICES PLAN FOR PIER BOOM, FENDER, AND MOORING CLEANING, USN GRAVING DOCK PRE-FLOOD CLEANING, SEAWATER COOLING AND OVERBOARD DISCHARGE AND WEIGHT TESTING WATER
	The Discharger shall develop and implement a Best Management Practices (BMP) Plan which achieves the objectives and the specific requirements listed below for the activities of pier boom, fender, and mooring cleaning, US Navy graving dock pre-flood cl...
	C. The BMP Plan shall be organized and written with the following elements:
	1. Purpose and objectives of the BMP Plan;
	2. Name and location of the activity with specific BMPs;
	3. Specific management practices and standard operating procedures to achieve the above objectives, including, but not limited to, the following:
	a. Modification of equipment, facilities, technology, processes, and procedures,
	b. Reformulation or redesign of products,
	c. Substitution of materials,
	d. Improvement in management, inventory control, materials handling or general operational phases of the facility, and
	e. Materials compatibility.

	4. Good housekeeping;
	5. Preventative maintenance;
	6. Risk identification and assessment;
	7. Reporting of BMP incidents and spills;
	8. Inspections and records; and
	9. Employee training.

	D. The BMP Plan shall establish specific BMPs to meet the objectives identified in section III, addressing each component or system capable of generating or causing a release of significant amounts of pollutants, and identifying specific preventative ...
	E. The BMP Plan shall establish specific BMPs or other measures which ensure that the following specific requirements are met:
	F. The BMP Plan shall include a statement this BMP Plan fulfills the requirements of this Order and shall be signed and certified in accordance with the signatory requirements of Standard Provision V.B. of Attachment D.
	ATTACHMENT J – DISCHARGE PROHIBITIONS CONTAINED IN THE BASIN PLAN
	A. The discharge of waste to waters of the State in a manner causing, or threatening to cause a condition of pollution, contamination or nuisance as defined in Water Code section 13050, is prohibited.
	B. The discharge of waste to land, except as authorized by WDRs of the terms described in Water Code section 13264 is prohibited.
	C. The discharge of pollutants or dredged or fill material to waters of the United States except as authorized by an NPDES permit or a dredged or fill material permit (subject to the exemption described in Water Code section 13376) is prohibited.
	D. Discharges of recycled water to lakes or reservoirs used for municipal water supply or to inland surface water tributaries thereto are prohibited, unless this San Diego Water Board issues an NPDES permit authorizing such a discharge; the proposed d...
	E. The discharge of waste to inland surface waters, except in cases where the quality of the discharge complies with applicable receiving water quality objectives, is prohibited.  Allowances for dilution may be made at the discretion of the San Diego ...
	F. The discharge of waste in a manner causing flow, ponding, or surfacing on lands not owned or under the control of the discharger is prohibited, unless the discharge is authorized by the San Diego Water Board.
	G. The dumping, deposition, or discharge of waste directly into waters of the State, or adjacent to such waters in any manner which may permit it being transported into the waters, is prohibited unless authorized by the San Diego Water Board.
	H. Any discharge to a storm water conveyance system that is not composed entirely of storm water is prohibited unless authorized by the San Diego Water Board.  [The federal regulations, 40 CFR 122.26(b)(13), define storm water as storm water runoff, s...
	I. The unauthorized discharge of treated or untreated sewage to waters of the State or to a storm water conveyance system is prohibited.
	J. The discharge of industrial wastes to conventional septic tank/ subsurface disposal systems, except as authorized by the terms described in Water Code section 13264, is prohibited.
	K. The discharge of radioactive wastes amenable to alternative methods of disposal into the waters of the State is prohibited.
	L. The discharge of any radiological, chemical, or biological warfare agent into waters of the State is prohibited.
	M. The discharge of waste into a natural or excavated site below historic water levels is prohibited unless the discharge is authorized by the San Diego Water Board.
	N. The discharge of sand, silt, clay, or other earthen materials from any activity, including land grading and construction, in quantities which cause deleterious bottom deposits, turbidity or discoloration in waters of the State or which unreasonably...
	O. The discharge of treated or untreated sewage from vessels to Mission Bay, Oceanside Harbor, Dana Point Harbor, or other small boat harbors is prohibited.
	P. The discharge of untreated sewage from vessels to San Diego Bay is prohibited.
	Q. The discharge of treated sewage from vessels to portions of San Diego Bay that are less than 30 feet deep at MLLW is prohibited.
	R. The discharge of treated sewage from vessels, which do not have a properly functioning USCG certified Type 1 or Type II marine sanitation device, to portions of San Diego Bay that are greater than 30 feet deep at MLLW is prohibited.
	ATTACHMENT K – SEDIMENT MONITORING AND ANALYSIS

	I. Sediment Monitoring Detailed Requirements
	A. Field Procedures
	1. All samples shall be collected using a grab sampler.
	2. Benthic samples shall be screened through a 1.0 mm-mesh screen.
	3. Surface sediment from within the upper 5 cm shall be collected for chemistry and toxicity analyses.
	4. The entire contents of the grab sample, with a minimum penetration depth of 5 cm, shall be collected for benthic community analysis.
	5. Bulk sediment chemical analysis will include at a minimum the pollutants identified in Table K-1.

	B. Laboratory Testing
	C. Sediment Toxicity
	D. Sediment Chemistry
	E. Benthic Community Condition
	A. Public Education and Outreach on Storm Water Impacts  The SWMP shall contain a written plan to distribute educational materials to the target audiences identified below, or conduct equivalent outreach activities about the effects of storm water dis...
	B. Public Involvement/Participation Program  The SWMP shall contain a written Public Involvement/Participation Program to:
	1. Regularly encourage public participation in the development and implementation of the SWMP;
	2. Establish a platform for the public and target audiences to provide input into the development and implementation of the SWMP;
	3. Solicit public reporting of suspected illicit discharges via telephone and writing; and
	4. Implement procedures for the receipt and consideration of verbal or written public inquires, concerns, and information submitted by the public.

	C. Illicit Discharge Detection and Elimination  The SWMP shall contain a written Illicit Discharge Detection and Elimination Program containing the following elements:
	1. A written program to detect and eliminate illicit discharges (as defined at 40 CFR §122.26(b)(2)) into the storm water drainage systems;
	2. A storm sewer system map, showing the location of all storm water drainage systems, outfalls and the names and locations of all waters of the U.S. that receive discharges from those outfalls;
	3. A prohibition against non-storm water discharges into the storm water drainage system except as allowed under Non-Storm Water Specification IV.D;
	4. A plan to detect and address non-storm water discharges, including illegal dumping, to the MS4 system that are not authorized by a separate NPDES permit;
	5. A plan to inform the target audiences of the hazards that are generally associated with illegal discharges and improper disposal of waste; and
	6. A plan to address the categories of non-storm water discharges or flows as specified in Non-Storm Water Specification IV.G of this Order (i.e., authorized non-storm water discharges) only where they are identified as significant contributors of pol...

	D. Construction Site Storm Water Runoff Control  The SWMP shall contain a written Construction Site Storm Water Runoff Control program to reduce pollutants in any storm water runoff to the MS4 from construction activities that result in a land disturb...
	1. Mechanisms to require erosion and sediment controls, as well as enforcement mechanisms, to ensure compliance;
	2. Requirements for construction site operators to implement appropriate erosion and sediment control BMPs;
	3. Requirements for construction site operators to control waste such as discarded building materials, concrete truck washout, chemicals, litter, and sanitary waste at the construction site that may cause adverse impacts to water quality;
	4. Procedures for site plan review which incorporate consideration of potential water quality impacts;
	5. Procedures for receipt and consideration of information submitted by the public.  The Discharger shall demonstrate acknowledgement and consideration of the information submitted, whether submitted verbally or in writing;
	6. Procedures for site inspection and enforcement of control measures; and
	7. Procedures for verifying that the site has existing coverage under California’s statewide General NPDES Permit for Storm Water Discharges Associated with Construction Activities (hereinafter General Construction Permit).

	E. Post-Construction Storm Water Management in New Development and Redevelopment   The SWMP shall contain a written Post-Construction Storm Water Management Program to:
	1. Address storm water runoff from new development and redevelopment projects that disturb greater than or equal to one acre, including projects less than one acre that are part of a larger common plan of development, that discharge into the storm wat...
	2. Develop and implement water quality strategies, which include a combination of structural and/or non-structural BMPs appropriate for the Facility;
	3. Develop or use a mechanism to address post-construction runoff from new development and redevelopment projects;
	4. Ensure adequate long-term operation and maintenance of water quality BMPs; and
	5. Maintain and regularly update an inventory of BMPs installed pursuant to the SWMP.  The inventory shall include, at a minimum:
	a. Exact location of BMP(s);
	b. Contact information for the individual or entity responsible for long term BMP operation and maintenance;
	c. A description of the BMP and the year it was installed;
	d. Maintenance required;
	e. Actual inspection/maintenance activities that occurred during the reporting year; and
	f. An assessment by the Discharger if proper operation and maintenance occurred during the year, and if not, what actions the Discharger has taken, or will take, to address the deficiencies.


	F. Pollution Prevention/Good Housekeeping  The SWMP shall contain a written Pollution Prevention/Good Housekeeping Program that is sufficient to minimize pollutant runoff from on-site operations.  The Discharger may incorporate by reference, other pla...
	1. Develop and implement an operation and maintenance program that includes a training component and has the ultimate goal of preventing or reducing pollutant runoff from Facility operations; and
	2. Using training materials that are available from USEPA, the State, or other organizations, include target audience training to prevent and reduce storm water pollution from activities such as park and open space maintenance, fleet building maintena...


	II. MEASUREABLE GOALS  The SWMP must identify the measurable goals for each of the BMPs, including, as appropriate, the months and years for scheduled actions, including interim milestones and the frequency of the action.
	III. SWMP Annual Review   The SWMP shall be reviewed annually and revised as necessary.  A summary of each annual review, the identified inadequacies, and any planned efforts to address the identified inadequacies shall be maintained as an attachment ...
	Attachment N – Analytical Methods for CTR/NTR Priority Pollutants and Other Toxic Pollutants




