
 

B-10M Alternative 
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Gabino Cyn 

Cristianitos 
Sub-Basin ** 

S: -2b 
N: 385 
P: 339 
Cu: 11 
Pb: 3 
Zn: 11 

Below 
RMV 

PA-7 
Lower Gabino * 

PA-9 
Upper Gabino * 

PA-8  Blind Cyn *** 

PA-8  Talega & 
Cristianitos Cyn * 

S: -2a

N: -14 
P: -13 
Cu: -1 
Pb: 0 
Zn: -6 

S: 4b 
N: 56 
P: 27 
Cu: 1.5 
Pb: 0.3 
Zn: 4.2 

S: -6b 
N: 13 
P: 16 
Cu: -0.5 
Pb: -0.1 
Zn: -24.8 

S: -4b 
N: 27 
P: 29 
Cu: 0.5 
Pb: -0.1 
Zn: -18.8 

S: 4a

N: 51 
P: 25 
Cu: 1.4 
Pb: 0.3 
Zn: 3.6 

S: 0a

N: 5 
P: 2 
Cu: 0.1 
Pb: 0  
Zn: 0.6 

S: 4a

N: 372 
P: 323 
Cu: 11 
Pb: 3 
Zn: 36 

Modeled Constituents: 
S: TSS load (tons/yr) 
N: Nitrate-N load (lbs/yr) 
P: Phosphate-P load (lbs/yr) 
Cu: Dissolved Copper Load (lbs/yr) 
Pb: Dissolved Lead Load (lbs/yr) 
Zn: Dissolved Zinc Load (lbs/yr) 

(Water Yrs: 49-01)

S: 12963c 
N: 3263 
P: 3481 
Cu: 35 
Pb: 3.2 
Zn: 63 

USGS 
Gauge 

San Mateo 
Creek 

(#11046370-Water Yrs: 
47-67, 84, 85) 

S: -8a

N: -29 
P: 2 
Cu: -1 
Pb: -0.4 
Zn: -23 

a: Modeled Volume Changes 
with Project (acre-ft/yr) 

c: Observed Average Stormwater 
Volumes  (acre-ft/yr) 

b: Cumulative Volume Changes 
with Project (acre-ft/yr) 

* Volumes estimated by 
scaling modeling results from 
other planning areas. 
** Not modeled for this 
alternative; used results for 
previously modeled 
alternative (see Appendix D) 
*** Not modeled for this 
alternative: used results for 
the previously modeled 
alternative (see Appendix E) 
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Figure 7-4 
Cumulative Increases in Annual Pollutant Loads in the San Mateo Watershed 
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